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SAFETY INSTRUCTIONS:   

Issues to be Observed:  

Make sure to observe the following instructions in order to prevent yourself 

and your device from incurring any harm.  

Pull out the charging cable before cleaning your device, and turn it off using 

the Power On/Off button, and clean it with a dry cloth.  

Do not use accessories or additional attachments that are not recommended 

by the manufacturer since it may damage your device or invalidate your device's 

warranty. Protect your device from i mpacts and falls while carrying it, otherwise it 

might be damaged. Make sure to carry your device in its bag and do not carry it 

in boxes such as toolbox and with equipment which may cause damage on it, 

otherwise your device's warranty will become void.  

Avoid using your device in outdoors in rainy and snowy weather, in order to 

protect it from contact with water. If you detect smoke odor or other odors or 

unusual sound coming from the inside of your device, turn it off and consult to 

technical service.  

Char ge your device with the recommended charging adapter and car lighter 

charger. Inappropriate charging devices will damage the batteries in your device, 

and may cause events such as overheating and explosion or it may harm you, and 

such cases are under the u ser's own responsibility. Make sure the charging 

adapters are supplied with 12 volts (middle +). Do not leave your device open, as 

the batteries in devices which are left open will lose their function in time.  

Lighter charger, charging adapter and batteri es are outside the scope of warranty 

since their life span varies depending on usage. Be careful against short circuits 

while connecting your device to LNB, otherwise the LNB and your device might be 

damaged.  

Issues Regarding Service:  

Do not attempt to rep air your device yourself. Your device will no longer be 

within the scope of warranty if you open its cover. Consult your dealer  or technical 

service for all services regarding the device.  

Use the batteries sold or recommended by the manufacturer.  
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BASIC FEATURES:  

SATFINDER 5 PRO -AHD Real Time and NIT Function Spectrum Analyzer, HD 

Video Display 3.5" Lcd Tft , DVBS/S2 Satellite Signa l Meter Device.  

SATFINDER 5 PRO -AHD is a professional measuring device for ensuring most 

accurate installation of dish antenna. With the device 3.5" Lcd Tft color monitor 

you can display SD and HD Digital TV programs and also the frequency spectrum 

between  950 -2150 Mhz. (in normal and advanced mode).   

The device has 32 different  LNB type memory. It also has user -customizable 

LNB types. 22Khz Tone -  13/18V selectable.  Supports Diseq -C 1.0 -1.1 -1.2 -2.0 

and Multiswitch central systems. It may perform USALS mot or system installations 

and may measure UNICABLE I&II types on a single cable. The Lnb supply has 

protection against short circuits, and has screen warnings.  You can also use 

SATFINDER 5 PRO -AHD as an AHD -TVI -CVI -ANALOG camera test monitor.  

You may use the  device with 3000mAh 7.4V Lithium Polymer charging 

batteries, and charge it with External 220V AC charging device and Car lighter 

charging device. Battery packs and charging circuits are protected against short 

circuits and high currents. Its average Opera ting span is about 4 hours.  This 

sensitive device has many functions, it is versatile and easy to use with bakclight 

keypad. It has got Led Lantern light for dark areas.  

English, Turkish, German, French, Spanish, Portuguese, Russian, Arabic, 

Dutch and Italian OSD Menu Languages are available.  

It is a super lightweight measuring device weighing only 1kg.  with protective  

cover  and batteries.  

 

PRODUCT CONTENT:  

1 pc. SATFINDER 5 PRO -AHD  

1 pc. Protection Bag with Shoulder Strap  

1 pc. 220V Charging Device  

1 pc. Lighter Charging Device  

1 pc. A -V Cable  

1 pc. User Manual  

1 pc. F Female  Connector  
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TECHNICAL FEATURES  

Å Digital HD video Picture. 

Å Satellite orbit and recognition from Spectrum NIT. 

Å Full Band Spectrum Analyzer Real - time ( 350ms )  

Å dBuV, dBmV o r dBm signal strength indicator  

Å Level and BER measurement 

Å Detailed display of signal quality (BER evaluation)  

Å S/N and C/N measurement  

Å Constellation I/Q Diagram 

Å 800 MHz processor speed 

Å 8MB Memory / 512Mb Ram 

Å 5000 TP Capacity  

Å 8000 Tv Channels Capacity  

Å 250 Satellite Capacity 

Å Keyboard with Backlig ht  

Å Led Torch Light 

Å LNB Supply : 13/18V/21V , 22 kHz -  500/650mA  

Å Ka/Ku/C band support. 

Å V/H and L/R selectable polarity  

Å KA-BAND L .O. Frequency: 17.25 -20.25 GHz  

Å 32 LNB Type and 3 Type interchangeable User Lnb  

Å F -  Male Connector Input  

Å Low Threshold  level DVBS2 Tuner ST Processor  

Å Level range: -65 dBm to -  25dBm  

Å FEC Qpsk 1/2, 3/5, 2/3, 3/4, 4/5, 5/6, 8/9, 9/10  

Å FEC 8psk 3/5, 2/3, 3/4, 5/6, 8/9, 9/10  

Å Symbol Rate: 1 to 45Msps  

Å DVBS,  DSS,  DVBS2 / QPSK and 8PSK  

Å DiSEqC 1.0 , 1.1 , 1.2 , 2. 0 

Å DiSEqC 1.2 and USALS Motor Control  

Å Support UNICABLE I&II  

Å USB 2.0 Memory Interface. 

Å Tp frequency update from USB Memory.  

Å Software update via USB Memory.  

Å XP/7/8/10 compatible with Windows ( 32/64 -bit )  

Å Satellite position detection max 1 secon d.  

Å Easy to use with small and light weight design  

Å Long life Lithium-  Poly battery ( 30 00mAh )  

Å 4 hours of battery work time  

Å AHD-TVI -CVI -ANALOG Camera Input  

Å Dimensions (WxHxD) : 18 x 11  x 6 cm  

Å Protective Bag with Shoulder Strap  

Å Weight: about 1 kg including battery  
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FRONT CONTROL PANEL VIEW  
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EQUIPMENT INCLUDED WITH THE PRODUCT:  

 

1 piece of Protective Bag with Shoulder Strap:  

 

The device is protected from harmful effects such as 

dust, dirt and moisture from the outside thanks to the 

hanging protection bag in the box contents. Please do 

not carry your device in the  toolbox. The protection 

bag is not enough for jamming and hard bumps. Your 

device may not be covered by the warranty.  

 

 

 

 

 

 

1 piece of 220V Charging Device:  

With your 12 Volt output electrical charging adapter, you 

can ensure your device is kept charged all the time, and 

thus use your device in environments where electricity 

is not available. Prevent your charging adapter from 

squeezing, impacts and overload. Do not open for 

repairing or examining.  

 

 

1 piece of Lighter Charging Device:  

With your 12 Volt output lighter charging adapter,  you 

can ensure your device is kept charged all the time, and 

thus use your device in environments where electricity is 

not available. You can charge your device while you are 

driving your car. Prevent your lighter charging adapter 

from squeezing, impacts and overload. Do not open for 

repairing or examining.  

 

 

 

 

 


